
Isotropy AlNiCo alloy
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AlNiCo8/5 1.0-1.2
(8.5-9.5)

5.3-6.2
(530-
620)

560-620
(45-50)

590-650
(47-52)

4.5 6.8 -0.02 750
2.5

(200)

AlNiCo10/5
1.2-1.4
(9.5-11)

6.3-7.0
(630-
700)

600-700
(48-56)

630-730
(50-58)

5.0 6.8 -0.02 780
2.5

(200)

AlNiCo12/5
1.4-1.6
(11-13)

7.0-7.5
(700-
750)

630-700
(50-56)

660-730
(53-58)

5.0 7.0 -0.02 800
2.5

(200)

AlNiCo14/5
1.6-1.9
(13-15)

7.3-8.0
(730-
800)

590-630
(47-50)

620-660
(50-53)

5.0 7.1 -0.02 790
2.5

(200)

AlNiCo14/8
1.8-2.0
(14-16)

5.5-6.1
(550-
610)

950-1100
(75-88)

1000-1150
(80-92)

3.2 7.1 -0.01 850
3.8

(300)

AlNiCo18/10
2.0-2.4
(16-19)

5.7-6.2
(570-
620)

1150-
1250

(92-100)

1240-1340
(99-107)

3.2 7.2 -0.01 860
3.8

(300)
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	Isotropy AlNiCo alloy holding assemblies rod rectangular ring channel horseshoes plug magnets.




